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PREFACE

This document presents the annexures cited in Volume 1 and Volume 2 of the Environmental
and Social Impact Assessment (ESIA) report for the Syrdarya CCGT project in the Republic of
Uzbekistan. The annexes are listed in the sequence of their corresponding sections and sub-

sections in the main text (volume 2) of the broader ESIA report.

Syrdarya CCGT Project
Environmental & Social Impact Assessment — Volume4 (ESIA Report Appendices)
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APPENDIX A: NATIONAL ENVIRONMENTAL IMPACT
ASSESSMENT APPROVAL

Syrdarya CCGT Project
Environmental & Social Impact Assessment — Volume 4 (ESIA Report Appendices)



STATE COMMITTEE FOR ECOLOGY AND ENVIRONMENT
PROTECTION OF THE REPUBLIC OF UZBEKISTAN

CONCLUSION
of the State Ecological Expertise

For the project:  Environmental impact assessment of construction of the combined cycle plant
with a total capacity of 1200-1600 MW in Bayavut district of Syrdarya region

(EIA project)
Owner: JURU ENERGY CONSULTING LLC
TIN: 303454532
Category: 1, p.32, DCM RUz No. 541 dd. 07.09.2020.
Developer: JURU ENERGY CONSULTING
Expert: Tusheva L.G.

To: ISMAILOV J.Sh., Director of JURU
ENERGY CONSULTING LLC

Copy: Department for ecology and environmental
protection of Syrdarya Region

Materials of stage 1 of the environmental impact assessment of construction of the
combined cycle plant with a total capacity of 1600 MW in Bayavut district of Syrdarya region
were submitted for the State Ecological Expertise.

The station planned for construction can operate in two modes - a simple cycle and a
combined cycle.

The simple cycle involves generating electricity by burning natural gas in gas turbines (GT)
with discharge of high temperature exhaust gases through a bypass pipe.

In the combined cycle exhaust gases are further used for steam production in waste heat
boilers and additional generation of electricity from steam in a steam turbine (ST). In this case,
lower temperature exhaust gases are discharged through exhaust stack behind the waste heat boiler.

The construction site of the combined cycle gas turbine (CCGT) with a total area of 55 ha
is located in Bayavut district of Syrdarya region, northwest of the existing Syrdarya thermal power
plant, on the right bank of the Golodnostepsky canal n.a. Sarkisov. The water supply passage
passes through the town of Shirin.

The nearest residential buildings of Sarmich settlement are located in the northwest at a
distance of 76.0 m from the project area border. In the southeast, there is Shirin settlement at a
distance of 805.5 m from the site, and in the south, residential buildings are located at a distance



of 704.2 m, and a military unit and military camp - 1.3 and 1.6 km respectively along the Yujno-
Golodnostepsky Canal.

The minimum distance from the CCGT exhaust stacks to the nearest residential buildings
from the north-west (according to the plot plan) is 390 m from the bypass pipe and 406 m from
the main stack behind the waste heat boiler, which does not meet requirements of the Sanitary
Norms and Rules for Protection of Atmospheric Air in Populated Areas of the Republic of
Uzbekistan (SanPiN No.0350-17, section 6.2, class II, p.1, the sanitary protection zone is 500 m).
In this regard, the Service for Sanitary and Epidemiological Welfare and Public Health issued
certificate No. 20-8/4080 dd. May 31, 2022 on possibility of 300 m reduction of the health
protection zone, based on calculation results of pollutants dispersion in the air, not exceeding their
hygiene standards.

In accordance with requirements of the “Regulation on procedure for holding public
hearings of environmental impact assessment projects”, Attachment 3 to Decree of the Cabinet of
Ministers No.541 dd. 07.09.2020, the public hearings with residents of nearby houses were
arranged prior to the start of the planned activities. Based on the submitted minutes dd. 24.05.2022,
activities of JURU ENERGY CONSULTING LLC for construction of the combined cycle plant
with a total capacity of 1600 MW in this area were approved. At the same time, it should be noted
that, in accordance with p. 26 of the “Regulation on procedure for holding public hearings of
environmental impact assessment projects”, approved by Decree of the Cabinet of Ministers of the
Republic of Uzbekistan No. 541 dd. 07.09.2020, provision by the Owner of deliberately false
information on EIA materials of the planned and/or contemplated economic or other activities
during the public hearing will lead to invalidation of the decision of the public hearing and
annulment of the conclusion of the State Ecological Expertise.

The planimetric map of the site location area presented in the draft was agreed with the
regional inspection.

500 kV power transmission line passes through the land plot allocated for construction of
the CCP. In the south, at a distance of 37 m from the project area, there is a solid waste landfill, a
filling station (methane) - at a distance of 782.4 m; to the south-east, there are three power
transmission lines at a distance of 662 m. In the west, there is a gas distribution station at a distance
of 217.4 m from the project site.

Syrdarya TPP is located to the south-west on the left bank of the Yujno-Golodnostepsky
Canal at a distance of 679.3 m from the project area. The residential buildings are not provided for
demolition during the project implementation.

The site is built of quaternary deposits of the Golodnostepskiy complex, represented by
loams and loess-like sandy loams with interlayers and lenses of sand and gravel, and less often —
with pebbles.

Irrigation network is widely developed within the territory.

The largest canal flowing in north-western direction at a distance of 2.1 km is the Dustlik
canal, with a width of 146 m, a depth of 5.0 m and a maximum water flow of 228 m3/s.

The closest surface watercourse to the construction site is the 70 m wide and 5.1 m deep
YGC which is the intended source of technical water supply for the designed CCGT, flowing
southwest of the project area at a distance of 530 m and is an irrigation canal with an average
throughput of 150 m3/s and a 100- 150 m water protection zone (letter of the Basin Water
Management Association No.155-4 dd. 22 April 2022 was submitted).

Groundwater depth varies from 9.0 m to 1.5 m with a fluctuation amplitude of 1-2 m.
Groundwater is characterized as mineralized and highly mineralized. The dry residue value
reaches 5 g/dm3. Groundwater is classified as highly corrosive to concrete on all types of cement.



The Inspectorate for Control in the Field of Ecology and Environmental Protection of
Syrdarya region issued Site surveying certificate dd. 07.06.2022, stating that there are 1,972 fruit
and 1,086 ornamental trees growing in the territory. In order to fulfil requirements of p. 4 of the
Decree of the President of the Republic of Uzbekistan No. UP-5863 dd. October 30, 2019 “On
approval of the Concept of Environmental Protection of the Republic of Uzbekistan until 2030”
regarding preservation of trees and shrubs, during the plant construction it is planned to preserve
tree and shrub vegetation to the greatest possible extent, as well as to transfer it to elsewhere.

The list of animal world representatives is limited to those species which could adapt to
life in anthropogenic conditions.

During preparation of the national EIA, no Red Data Book plants and rare species of wild
animals were identified.

Characteristics of the proposed activity

Combined cycle gas turbines (CCGTs) are the most promising and widespread in the energy sector,
they are distinguished by simplicity of process flow diagram and high efficiency in production of
electrical energy. Combined-cycle plants are a combination of steam turbine and gas turbine plants,
combined by a common technological cycle (combined cycle). Combination of these units into a
single whole allows reducing the heat loss with exhaust gases of gas turbine units (GTP), using
gases behind gas turbines in a waste heat boiler expediently, gaining additional power and
increasing the efficiency factor compared to steam turbine and gas turbine power plants, and
reducing air emissions of nitrogen oxides. The efficiency factor of standard gas turbine plants
varies between 34 and 40 per cent. In the combined cycle, efficiency factor of CCGT ranges from
50 to 60 per cent, depending on the gas turbines series. Compared to powerful thermal power
plants of other types, CCGT construction takes much less time. Using the steam-gas cycle helps
to improve environmental performance of energy enterprise and significantly reduce harmful air
emissions.

The following structural subdivisions will be located within the site: the main production
site, where the power unit No.1 - gas turbine unit No.1 (GTU 1), power unit No.2 - gas turbine
unit No.2 (GTU 2), power unit No.3 - steam turbine generator (STG) will be installed; cooling
towers; water intake, preparation and treatment facilities; natural gas substation; auxiliary areas,
warehouses, workshops, administrative premises, hydrogen storage and supply, parking, etc.

The CCGT main fuel is natural gas, with annual consumption of 1,049,819.5 thousand
Nm3/year (for 2 CCPs — 2,099,639.0 thousand Nm3/year). Gas is planned to be supplied to the
site from a separate outlet gas pipeline (letter of UZTRANSGAZ JSC No. 02-11/1-304/2747 dd.
31.05.2022). The main gas pipeline will be located in the western part of the site.

A gas booster compressor station (GDKS) is used to supply natural gas to the combustion
chambers of the GT.

The main advantage of the proposed design solution from the environmental perspective is
reduction of nitrogen oxide emissions compared to the power units currently operating at the TPPs
of Uzbekistan, which is achieved through the use of a combustion system with a reduced content
of nitrogen oxides and moisture (Dry Low NOx technology).

The generated electricity will be discharged through the 500 kV and 220 kV substations,
which will be built next to the site.

The output transmission power line will be connected to the projected 500/220 kV
substation in the north-east direction from the site.

The access road will be connected to the existing local road located in the southwest of the
plant site, while the main and secondary access roads are located in its southeast side.

Technical reclamation of disturbed lands will be carried out upon completion of
construction works, which provides for the site cleaning from construction waste; ditch and trench



backfilling with soil from the embankment; backfilling or levelling potholes and pits, general
improvement and landscaping.

The designed plant will be operated in a year-round, round-the-clock operating mode with
the maximum possible number of hours of electric power consumption.

Construction will take 365 days. The forecasted number of working personnel during the
construction period is 1000 people.

Air impact analysis of the proposed activity

During the CCGT operation, pollutants in the exhaust gases (products of natural gas
combustion) are discharged: (in the “simple cycle” (without the use of a steam turbine) through
bypass pipes (2 units) installed at the GTU (height - 45 m; mouth diameter - 9.84 m); in the
“combined cycle” (using a steam turbine) - through main stacks behind the waste heat boiler,
(height - 60 m, mouth diameter - 9.55 m).

The station can operate in two modes, but the number of exhaust gas emission sources
remains unchanged - 2 units.

According to the presented calculations, burning of 2,099,639.0 thousand nm3/year of
natural gas will annually produce 2787.2133 tons of air pollutants, including: carbon monoxide -
679.8081 t/year (24.39%), nitrogen oxide - 294.5835 t/year (10.57%), nitrogen dioxide —
1,812.822 t/year (65.04%).

Analysis of the maximum ground level concentration calculations of pollutants outside the
industrial site did not reveal excess of the established norms (quotas). The highest concentrations
showed nitrogen dioxide - 0.12 MPC against a quota of 0.25 MPC, while concentrations of other
substances will not exceed 0.1 MPC.

Prior to putting the plant into operation, when developing the final stage of the
environmental impact assessment (Statement of environmental effects), it is required to clarify
the gas composition (sulphurous or sulfur-free) and amend calculation of pollutant emissions
from gas combustion, as well as submit calculation of pollutant emissions from equipment of
auxiliary units.

Each source of emissions from CCGT units will have an automated emissions tracking system that
provides for continuous instrumental measurements of pollutant concentrations (NOx, SO2, CO).
It is also planned to monitor the following exhaust gas parameters: exhaust gas volume flow,
temperature, pressure, content of CO, CO2, NO, SO2, NH3, H20, CH4, etc.

During construction of the projected plant, the sources of air pollution include construction
equipment: excavators, bulldozers, front loaders, road rollers, crawler and truck cranes, concrete
mixer trucks, dump trucks, welding equipment, painting equipment, etc.

According to the submitted materials, air emission of 10 pollutant types released during the
construction period will total 293.7396 t/year, including: carbon monoxide - 141.1 t/year (48.04%),
nitrogen dioxide - 45.152 t/year (15.37%), hydrocarbons - 42.33 t/year (14.41%), sulfur dioxide
28.22 t/year (9.61 t/year), soot - 22.576 t/year (7.69%), nitrogen oxide - 7.3372 t/year (2.5%),
formaldehyde - 3.5275 t/year (1.2%), inorganic dust (Si02 20-70%) - 3.422 t/year (1.16%) and
others - 0.0749 t/year (0.02%).

It should be noted that the impact on the atmospheric air during construction work is temporary and
local.



Analysis of the proposed activity impact on water resources

The designed facility provides for a single water supply system for both industrial and household
needs, with the Yujno-Golodnostepsky Canal planned as a source. For industrial and household
needs, the canal water must be treated at treatment facilities.

Pumps for water intake from the Canal will be placed in the pumping station, located on the Canal’s
banks. Performance of the pumps will be designed to meet the station’s maximum water demand.
Flow meters will be installed at the station to measure water consumption.

The water treatment system of the thermal power plant will consist of primary filtering,
demineralization using a reverse osmosis system and drinking water treatment.

Estimated water consumption for the CCGT will be 1,381 m3/h, including: cooling tower make-up
— 1,220 m3/h; water supply for demineralization - 115.0 m3/h; water consumption in the boiler
room - 30 m3/h; water replenishment at the steam plant in the turbine room - 3.0 m3/h; equipment
cooling - 20.0 m3/h and other needs - 20 m3/h.

The circulation system uses 80,000 m3/h.

Condenser cooling is water type; the type of cooling tower is cooling towers with artificial
ventilation.

The expected water flow from the Canal will be 1,381.0 m3/hour or 1,1201.291 thousand m3/year,
of which 2.0 m3/hour or 16.222 thousand m3/year intended for household needs.

Wastewater of the plant includes industrial and domestic wastewater. The total predicted volume of
industrial wastewater is 357.5 m3/hour or 2,899.682 thousand m3/year or 100 I/s.

The volume of industrial wastewater is formed from: discharge of blowdown water from circulating
water supply system - 30.0 m3/h, discharge of blowdown water from cooling tower - 272.0 m3/h,
water discharge from water treatment system (demineralization) - 39.5 m3/h, discharge from water
tank for technical needs - 10.0 m3/h, water discharge from boiler room - 3.0 m3/h, discharge from
steam plant in the turbine room - 3.0 m3/h.

The industrial wastewater will be discharged to the YGC. Water will be discharged through the
outlet canal.

The plant will be equipped with IWT (integrated wastewater treatment), where wastewater is treated
to the standard level of discharge into the canal. The system ensures collection and treatment of all
wastewater flows. Wastewater flows are separated according to their origin and/or pollution type
and the type of the required treatment.

Blowdown waters are conditionally clean.

After cooling turbine condensers and air coolers the water is sent to the cooling tower and then,
after cooling, returns to the circulation cycle.

A system is provided for collection and purification of oil-containing waters formed when density
of cooling systems is violated, followed by purification using an oil separator. The separated oil is



planned to be transferred for processing to a specialized enterprise, and the purified water from the
oil separator with acceptable indicators is returned to the circulation cycle.

When washing external heating surfaces of equipment, wastewater contaminated with oil products
is generated, which will be collected separately and pumped into tank trucks for disposal in
specialized enterprises.

For treatment of domestic wastewater, it is planned to build biological treatment facilities. After
cleaning, after reaching the standards for discharge to the terrain, the water can be used for irrigation
of the territory. It is also planned to run off domestic wastewater to the city wastewater treatment
plant.

The total wastewater disposal will total: industrial wastewater - 357.5 m3/year or 2,899.682
thousand m3/year, domestic wastewater - 2.0 m3/year or 16.222 thousand m3/year.

All wastewater discharged to the YGC must comply with requirements of SanPiN RUz 0318-15
“Hygienic and anti-epidemic requirements to protection of water of reservoirs in the territory of the
Republic of Uzbekistan”.

In particular, according to temperature regime, summer water temperature as a result of wastewater
discharge should not increase by more than 3°C compared to the average monthly temperature of
the hottest month of the year over the past 10 years.

When operating the plant, it is required to establish monitoring of temperature regime and chemical
composition of source water of the YGC, composition of wastewater and canal water at a distance
of 100 m from the discharge point.

Before putting the plant into operation, when developing the final stage of the environmental impact
assessment (Statement of environmental effects), water consumption and wastewater should be
clarified, taking into account all characteristics of the installed equipment.

Water consumption during the construction period includes water consumption for drinking needs
of working personnel and for hydrodedusting of construction sites. Water will be brought to the
construction site by water carriers.

The total predicted volume of water consumption during the construction period will be 11,325
m3/year, including: for household needs — 9,125 m3/year, dust suppression — 2,200 m3/year.
Portable toilets will be provided for disposal of 9125 m3/year of household fecal wastewater.

Waste generation

During the plant operation, generation of 38 waste types is expected totaling 257.181 t/year,
including:
- Hazard class 1: used medical syringes - 0.02 t/year,

- Hazard class 2: spent turbine oil - 3.549 t/year, spent compressor oil - 0.446 t/year, spent
transformer oil - 1.242 t/year, used motor oil - 0.178 t/year, tramp oils (petroleum products) - 0.027
t/year, used batteries - 0.147 t/year;



- Hazard class 3: used oil filters - 0.008 t/year, oil recovery sludge - 0.541 t/year, scale - 0.607
t/year, sealant waste 0.63 t/year, non-ferrous scrap metal - 0.455 t/year, sludge from tank cleaning
- 1.078 t/year, containers from paintwork materials - 0.102 t/year, used tires - 0.323 t/year, oiled rag
waste (oil content - over 15%) - 0.378 t/year;

- Hazard class 4: spent silica gel - 0.027 t/year, boiler cleaning sludge - 6.219 t/year, cable cuttings
- 0.21 t/year, thermal insulation waste - 60.85 t/year, paronite waste - 0.054 t/year, filtrate of water
treatment plant (mechanical litter) - 0.56 t / year, plastic bag waste - 0.3 t / year, paper bag waste —
0.32 t / year, out-worn overalls - 0.456 t/ year, used personal protective equipment - 1.589 t/year,
waste dressing material of the first-aid post - 0.02 t/year, construction waste - 1.138 t/year, solid
waste - 5.0 t/year, site cleanup waste - 3.85 t/year,

- Hazard class 5: waste of refractory materials - 107.623 t/ year, ferrous scrap metal - 50.361 t/year,
welding rod stub - 0.054 t/year, wood waste - 0.12 t/year, broken glass - 0.07 t/year, used LED
lamps - 0.879 t/year, waste paper - 0.05 t/year, canteen waste - 7.7 t/year,

During the construction period, the following waste types are forecasted to be generated:

- Hazard class 3: waste of paintwork materials, containers of paintwork materials are planned for
disposal to a construction waste landfill or to plastic products processing enterprises (if containers
are not contaminated);

- Hazard class 4: wiping rags waste (oil content below 15%) must be disposed to recyclables
collection centers for recycling; construction waste - planned for disposal to construction waste
landfill; solid household waste - to solid household waste landfill;

- Hazard class 5: concrete and reinforced concrete waste; sand waste; non-useable building crushed
stone; building brick scrap; cinders and remains of steel welding electrodes - planned for disposal
to construction waste landfill, or handed over to interested parties.

Construction waste will be stored in temporary storage places in standard metal containers. During
the period of construction work, building materials, construction and household waste must be
stored in a strictly designated place within the boundaries of the construction site.

Wastes from operation of special equipment and vehicles are not generated directly at the site.
Maintenance and repair of special equipment used in construction is carried out at the contractor’s
premises.

Emergencies during operation of the combined cycle plant with a total capacity of 1600 MW can
be due to fire occurrence. In order to prevent the spread of fire and combustion by-products, the
station is divided into fire zones. These areas are protected from fire by using passive (structural,
integrated and operational measures) or active measures (portable fire extinguishers, fire protection
systems) or a combination of these measures where the fire risk is high.

At the plant operation stage, the draft EIS proposes a set of measures aimed at preventing
environmental pollution, including: continuous online monitoring of pollutants concentrations of
(nitrogen oxides, carbon monoxide) in exhaust gases of the CCP; in order to preserve water
resources and reduce impact of discharges of thermal and polluted effluents on surface
watercourses, the project provides for using a circulating water supply system with construction of
fan cooling towers for water cooling, as well as constant monitoring of quality of discharged water



for all indicators of pollutants; organization of temperature control of discharges of water outlet for
cooling towers blowing into the canal; organization of places for storing generated waste and its
timely removal to a disposal site, etc.

CONCLUSIONS

The State Ecological Expertise of the project showed that the submitted materials sufficiently
comply with requirements of environmental legislation for the first stage of environmental impact
assessment.

In order to reduce negative impact on the environment of the construction site of the combined-
cycle plant with a total capacity of 1200-1600 MW in Bayavut district of Syrdarya Region, JURU
ENERGY CONSULTING LLC must ensure implementation of the following environmental
measures:

- ensure control over compliance with environmental legislation during construction of the
combined cycle plant with a total capacity of 1200-1600 MW in Bayavut district of Syrdarya region;

- exclude off-roads passage of vehicles outside the construction site and adjacent territory;

- prevent discharge of polluted effluents onto the terrain, provide for timely removal of wastewater
in places where there are portable toilet (septic tanks), by sewage trucks to treatment facilities, and
provide for drainage of atmospheric precipitation from the plant construction through reinforced
concrete trays, in order to prevent pollutants from entering the soil, into soils, aeration zones and
then into groundwater;

- in order to maintain cleanliness of soils and surrounding surface, to construct concrete platforms
for placing containers for collecting waste and their timely disposal to the nearest landfill under an
agreement with a household waste collection and removal company, in accordance with the “Rules
for provision of services for collection and removal solid and liquid household waste” (Attachment
1), approved by Decree of the Cabinet of Ministers of the Republic of Uzbekistan No. 95 dd.
06.02.2019;

- ensure land reclamation in the ROW and in the disturbed areas in order to reduce negative impact
on the soil and vegetation cover;

- as environmental protection measures during the construction period, provide for periodic
irrigation of sites and access roads;

- ensure compliance with requirements of p. 4 of Decree of the President of the Republic of
Uzbekistan No. UP-5863 dd. 10.30.2019 “On approval of the Concept of Environmental Protection
of the Republic of Uzbekistan until 2030” regarding preservation of trees and shrubs, including
by applying replanting practice;

- before putting the plant into operation, develop and submit for the State Ecological Expertise the
Statement of environmental effects. When developing the project materials, it is necessary to ensure
implementation of the above measures; present calculation of the expected emissions, discharges,
wastes and their negative impact on the environment, as well as ways to minimize them.

- The State Committee of the Republic of Uzbekistan for Ecology and Environmental Protection
hereby agrees on the National EIA (Phaze 1) of construction of the CCGT with a total capacity of



1200-1600 MW in Bayavut district of Syrdarya region subject to implementation of
environmental measures provided for by the National EIA (Phaze 1) and specified in the
conclusion.

The departments for ecology and environmental protection of the Syrdarya region to provide
control over:

- compliance with requirements of environmental legislation during construction of the combined
cycle plant with a total capacity of 1200-1600 MW in Bayavut district at the site with geographical
coordinates:

- geographical coordinates of the CCGT location:

1. 40.240786°N, 69.100654°E,

2.40.243186°N, 69.103394°E,

3.40.245963°N, 69.110789°E,

4.40.243296°N, 69.114290°E;

5.40.242360°N; 69.113650°E,

6.40.237539°N; 69.106210°E,

- geographical coordinates of the substation location:

1.40.245646°N, 69.111677°E,

2.40.247390°N; 69.114021°E,

3.40.243574°N; 69.119920°E,

4.40.240632°N, 69.1174650°E.

- timely disposal of generated waste with verification of documentation confirming their disposal
methods provided for by the project;

- implementation of measures to eliminate possible contamination of soil, ground and groundwater
in the event of emergency in order to prevent oil products from entering soils and groundwater;
measures of collection and disposal of bio-waste and garbage in specially designated places;

- reclamation of disturbed lands.

J.S.Kazbekov
Deputy Chairman

Responsible person Tusheva L.
Tel: +998 71 203-00-22 (1008)
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Center for Sanitary & Epidemiological Service of the Republic of

Uzbekistan
Round 1

sent
English

OBIIECTBO C OTPAHUYEHHOM OTBETCTBEHHOCTBIO
JURU ENERGY CONSULTING

100077, Tashkent, M. Ulugbek region, Chust Street, house # 10a.
TIN: 303454532, BIC: 00974 Bank: «Kapitalbank» A/N: 20208000600502375001

JEC-OUT-22-88
Dated 2.03.2022
Ref: UZB-EDF-Syrdarya Phase Il

To director of the Agency for Sanitary
and Epidemiological

Surveillance of the Ministry of Health
of the Republic of Uzbekistan

A Consortium which includes Electricity De France (EDF), Nebras Power, Sojitz
Corporation and Kyuden International has been awarded by Ministry of Energy of the
Republic of Uzbekistan for construction and operation| of Combined Cycle Gas Turbine
(CCGT) with a maximum capacity of 1600MW. The project is located in Bayavut district
of Syrdarya region, opposite the existing 3000MW oil/gas Thermal Power Plant
(Syrdarya TPP) (see Appendix 1) and adjacent to current ACWA CCGT area to South
West (currently under construction).

According to the local legislation in force, the Consortium is required to conduct
environmental and social impact assessment study and report obtain an Environmental
license before the commencement of the project. Therefore, as part of the
Environmental Impact Assessment (EIA), the Consortium’s Environmental & Social
Consultants ‘5 Capitals Environmental & Management Consulting’ (Dubai, UAE), have
appointed Juru Energy (Tashkent, Uzbekistan) to conduct certain environmental &
social surveys and data collection, including submission of the EIA to the regulator.

In particular, the project should address on sanitation and hygiene standards as required
by the national legislation. The article 2.5 of the State Sanitary Rules SanPiN No. 0350-
17 dated 25.10.2017 “On sanitary norms and rules for the protection of ambient air in
residential areas of the Republic of Uzbekistan” requires establishment of a Sanitary
Protection Zone (SPZ) for any industrial facility which is a potential source of air
pollution. Chapter 6 of the Rules states that thermal power plants (TPP) with an
equivalent electric capacity of 600 MW and above, operating on gas and gas-oil fuel are
categorised as Class Il with a preliminary SPZ size of 500m.

In order to comply with all SPZ requirements during project implementation, we seek
your kind assistance to provide answers to the questions enclosed in Appendix No. 2.

Thank you very much for your assistance and we look forward to your response.
Yours Sincerely,
Director J. Ismailov

For the further information please contact:
Oleg Khegay

Mob.: +99890 9414371
o.khegay@juruenergy.com



Appendix No. 1 to the letter
Ne JEC-OUT-22-88
dated on 02.03.2022

‘Gh\mrﬁey stack Ne2
Chimney:Stack \

Figure 1 site project view

Figure 2 households inside SPZ zone

Source Coordinates
Chimney stack Ne1 40.242903°
69.112133°
Chimney stack Ne2 40.243468°
69.111803°




Appendix No 2 to the letter
JEC-OUT-22-88
dated on 02.03.2022

Questions:

1.

According to Chapter 6 of SanPiN No. 0350-17 Class Il industrial facilities are required to
establish a preliminary SPZ size of 500m. Can you please clarify and provide, if any,
specific requirements and guidelines on the measurement of SPZ for Class Il facilities?
All the area within the buffer zones are used for grazing livestock and agricultural
purposes. Will farmers and local community located in the SPZ territory be able to continue
with their agricultural and grazing activities during the project operation?

If they can still be able to conduct agricultural activities in the SPZ what are the
requirements that must be met by the project?

There are about five (5) households within 500 m buffer zone of chimney stacks. Can you
please clarify if these households can continue to remain at the current location or will
need to be potentially relocated elsewhere? Further, if the household can continue at the
same location, please advise if any specific periodic monitoring activities are required.
We welcome any additional comments in regards to the project and the application of the
SPZ.



Russian

OBIECTBO C OTPAHHYEHHOM OTBETCTBEHHOCTBIO
JURU ENERGY CONSULTING

100077, Tashkent, M.Ulugbek region, Chust Street, house # 10a.
TIN: 303454532, BIC: 00974 Bank: «Kapitalbank» A/N: 20208000600502375001

JEC-OUT-22-88
ot 2.03.2022
Ref: UZB-EDF-Syrdarya Phase Il
AwnpexTopy Cnyx6e CaHUTapHO-3INNAEMHONOrMyecKoro
Bnarononyuyus n o6uwecTeeHHOro 300poELA
Pecnybnukm Yabekucrana

Koxcopuvym, B KOTOpbIf BXOAAT KomnaHus Electricity De France (EDF), Nebras Power,
Sojitz Corporation u Kyuden International, nonyynn Harpagy MyHWCTEPCTBA 3HEPreTUKW
PecnyGnukn YabekucTaH 3a CTPOMTENLCTBO WM IKCMNyaTauMio Naporasosof YCTaHOBKM
(Nry) makcumansHoi MowHocTelo 1600 MBT. MpoexT pacnonoxeH s BassyTtckom paitoHe
Colpaapburckoi obnactn, HanpoTue cywecTsyouleil Coipaapburckon TAC MOWHOCTBIO
3000 MBT (cm. MpunoxeHwe 1) n npumbikaeT cywlecTsyiowei Tepputopun MY ACWA.

CornacHo AefcTeyloWwemMy MECTHOMY 3aKOHOAATENbLCTBY, KOHCOPUMYM AOMKEH NPOBECTM
MCCNefoBaHne NO OUeHKe BO3AEWCTBUA Ha OKPYXAIOLWYIO CPEAy U cCoumanbHylo chepy v
CoOBWMTE O MONYYEHWM IKONOrMYECKOIR NULIEH3UM A0 HaYana peanuaayun npoexTa. Takum
obpa3som, B pamkax OueHku Bo3aeilcTBUs Ha okpyxaiowyio cpeay (OBOC) koHcynbTaHTbI
KoHcopuwyma no 3konoru4eckum v coumansHbim sonpocam «5 Capitals Environmental &
Management Consulting» ([y6ait, OA3) nopyuwnu komnanwu Juru Energy (TalukeHT,
YabeknucTaH) NposecTn onpefeneHHbie 3KONOrMYeckue 1 CouvansHbie UCCNefoBaHKa u
cBop aaHHbIX, BKNlOYan npeacrasnedre OBOC perynvpyiollemy opraHy.

B 4acTHOCTW, NPOEKT AOMKEH KACaTbCs CaHNTAPHO-TUIMEHMYECKMX HOPM, Kak Toro Tpebyer
HauvoHanbHoe 3akoHoaaTenscTso. Craten 2.5 [OCYAapCTBEHHbIX CaHWMTapHLIX Npasun
CanlMuH Ne 0350-17 ot 25.10.2017 r. «O caHuTapHbiX HOpPMax W npasBunax OxXpaHbl
atMmocgepHoro Bo3gyxa B HaceneHHsix nyHktax Pecnybnuku YsbekucrtaHw» Tpebyer
ycraHosnenns CanvTapHo-3awWnTHON 30Hb! (C33) aAna nwbon npoMbiluneHHbIn 0BBbeKT,
KOTOPbIA ABNAETCA NOTEHUMANbHLIM MCTOUHUKOM 3arpsa3HeHus sosayxa. B rnase 6 MNpasun
yKasaHo, 4To Tennoebie anexktpoctaHuymm (TOC) € 3KBMBANEHTHON INEKTPUHECKOWN
MoLHOCTLIO 600 MBT 1 Bbiwe, paboTalowme Ha rase u MasyTe, OTHOCATCR Ko |l knaccy ¢
npeasapuTensHbiM paguycom C33 8 500 m.

B uensax cobniogenns scex tpebosannii C33 npu peannaaunn npoekTa Npocum Ballero
COAEeACTBIS B NDEAOCTABNEHNN OTBETOB Ha BONPOCHI, M3N0oXeHHbIe 8 Mpunoxexnmn N2 2.

Bonbluoe cnacnGo 3a Bally NoMoLb, 1

C ysaxeHuem,
LvpekTop
Arn namypeennn @ HeDopMaLMk oOpaIaRTeCH
Yram Xypaen

Mo5 - +998 91 477 70 50
u.juraev@ursenergy com



Mpunoxenne No. 1 kK nucemy
Ne JEC-OUT-22-88
or 02.03.2022

Puc. 1 Pacnonoxenue obbexma

Household - xwnbie goma
Chimney stack 1 - abiMmoBas Tpy6a Ne1
Chimney stack 2 — abimoBas Tpyba Ne2

PUC. 2 WuNbIe AOMA BHYTPY CAHHTAPHOR 30HM

MICTOMHMK i KoopauHats! ]

Aeimoean Tpyba Ne1 40.242903°

69.112133°

Nbimosan Tpyba Ne2 40.243468°

( 69.111803°




Mpunoxexue Ne2 kK nucbMy
JEC-QUT-22-88
ot 02.03.2022
Bonpocsbi:

1. B cooteetcteum ¢ rnasoi 6 CanlMuH Ne 0350-17 ans npombilwneHHsix o6bekTos |1
knacca Tpebyetcs cobrogermne C33 500 M. He mornu Bbi Bbl yTOYHUTS 1 NPEAOCTABUTS,
€CNW TaKOBbIe MMEIOTCH, KOHKDETHbIe TpebosaHua U pekomeHgaLmMK no usmepenmo C33
AnAa obvexToe knacca |1?

2. Bea Tepputopus B npegenax OXpaHHbIX 30H MCMOMbL3yeTcA ANS BbINAca ckota u
CeNbCKOXOIRNCTBEHHBIX HYXA. CMOryT nu epmepsl U MECTHBLIE XUTENW, TepPUTOPUK
C33 npopomkars CBOK CENbCKOXOIANCTBEHHYIO N NACTOULLHYIO ASATENBHOCTL BO BpeMs
[evicTeuns npoekra?

3. Ecnu oMM BCe ewe MOryT BECTU CEnbCKOXO3ANCTBEHHYI AesTensHocTe B C33, To
KaKkum TpeGoBaHUAM AO/KEH COOTBETCTBOBATL 3TOT NPOEKT?

4. Okono § (NATH) ROMOXO3RAICTE HaxoauTcs 8 npegenax 500 m GydepHoil 30Hs oT
BbIMOBbIX TPYS. He Mornu Obl Bbl yTOUHWUTL, MOTYT MU 3TU JOMOXO3SIACTBA OCTABATLCH B
HbIHEWHEM MECTE UNu Ux HyxHo BygeT nepecenuTs B apyroe mecto? Kpome Toro, ecnu
AOMOXO3ANCTBO MOXKET NPOROIMKATE XUTb B TOM Xe mecTe, coobwure, TpebyoTes nun
Kakue-nuBo KOHKPETHbIE NePUOANYECKUE MEPONPUSTIAA NO MOHUTOPKHIY ?

5. Mel npusetcTeyem niodbie A0NONHUTENbHBIE KOMMEHTAPUM OTHOCHTENBHO NPOEKTa U
npumexexus C33.



Response

Russian

SANITARY AND EPIDEMIOLOGICAL
WELFARE AND PUBLIC HEALTH
SERVICE OF THE REPUBLIC
OF UZBEKISTAN

O'ZBEKISTON RESPUBLIKASI
SANITARIYA-EPIDEMIOLOGIK
OSOYISHTALIK VA JAMOAT
SALOMATLIGI XIZMATI

100097 Toshkent, Bunyodkor ko' chasi, 46-uy.
Telefon: 71 276-59-28. Fax:71 276-59-28
e-mail: sanepidxizmatidminrdrav uz

46 Banyodkor str. Tashkent 100097
Phone: 71 276-59-28. Fax: 71 276-59-28
e-mail: sancpidxizmat@minzdrav. uz

2% 0322 Nedp-§/1949

Ne ga

“JURU ENERGY CONSULTING”
MAacChYJIMATH YEKJIaHTaH XaMHAT AHPEKTOPH
K.HUcmaunosra

CanuTapua-3NHAEMHONOTHK  OCOMMIUTAIHK BAa JKaMOaT CAIOMATIHIH
xusmaru Cusuunr 2022 inn 2 mapraaru JEC-OUT-22-88-cornn xatunrus 6yiinya
KylHJarniapHi MabilyM KHJIaaH.

1. “V36exucton PecryGimukack axo/u siau xoiiapu arMocepa XaBoCHHH
myxodasacn Oyiinua caHuTapus Kouaanapd Ba MebépaapH TYrpHCHAATH
0350-17-con canuTapus Kouaanapy, HOpMalapH Ba rMIHEHa HOPMATHBIAPHHHUHI
2.7.1-6ananuna  TamkM  MyXuTHH  uduocnanTHpyBuM ManOanapaaH, AbHH
unocnanTupysun manGa mapkasnawrad 6yica, ymaa typba €ku waxranas,
uhnocnantupysun  manbGanap Tapkok Oysnca, yHAAa TAWIKH  MYXHTHH
unocnanTHpyBuH ManOGanap koiinawran GHHOHHHT 3apapiii OMHJUIADHH TALUKH
MYXHTra Tauuiaiinras xKoinaan xucobnanaam.

2. Vby canuTapus KoMaanapi, HOpMaJiapH Ba rMIHEHa HOPMATHB/IAPHHHHT
2.17-6anauaa HuwIab YHKAPHLI KOPXOHACHHHUHT CAHHTAPHSA-XHMOS 30HACH/IA 03HK-
OBKaT CAHOATH KOPXOHAJIApH, IUIYHHHIJCK O3HMK-OBKAT CAHOATH YWYYH WML,
Kuxosnap, ac6ob-yckynanap nuiab uukui, Tai€p maxcynornap omGopxoHacH,
HYUMIIMK CYBH Muuiab yMKapHil KOPXOHANapH, HYMMIIMK CYBHHM Taiépnawl sa
CaK/all yuyH BOJONPOBO/ HHIIOAT/IApP, HYHMIINK CYB MHILOATAApP, 03MK-OBKAT XOM
awécH Ba MaxCyNOTIAPHHUHT YArupKH omGopXxoHanapu, axonu swaw GuHonapy,
MakTabraua TabiuMm Myaccacanap Ba GOIIKa yMyMTablIMM Myaccacanap, sKKa
Taprubaa Ba kamoaBHil Jana XoBiM Ba OOFAOPYMIMK-Ca03aBOT IIMPKAT/IApH,
ymymuit  doiinananunanurad  CORIOMIAWITHPHIN  Ba  JaBONALI-TIPOQYHIAKTHK
Myaccacanap Xamjia CropT HHIIOATIApH JKOMIALITHPHIL TabKHKIAHHLIM,
2.19-6anaura xypa, Il cundra kupysun Huab YHMKapHIll KOPXOHACH CAHHTApHS-
XHMOsi 30HacCHHUHT 50 donsnan kam GYamaran KMCMHH OGOJOHIALUTHPHIrAH Ba
KyKanam3opialTHpHarad 6y auim Genrunauras.

3. Maskyp caHMTapus  KOWJanapd, HOpMalapM Ba  THIHEHa
HopMatuBinapuuuur 2.20-6Ganamna  xaspawaurn cuudu 6yiimua nact 6ynran



KOPXOHA, YHHHT GHHO Ba HHIIOOT/IAPH CAHHTAPHA-XHMOS 30HACH/IA JKOIIAIITHPHIL
MyMKHHIMTH, 2.18-6ananna ca caHUTapUA-XHMOA 30HaCH XyAyAW/a XoHialras
KOPXOHAHHHI HuIa0b YMKAPUIIHMHI 3apapiv OMHlapH OGomKa KOPXOHAHMHI
XOAMM/IAPHHMHI COFJIMFMIA 3apap/iu TabCHp Kypcarca €ku TaHép Maxcynorinap
YCKYHAIApUra, MaxcyJloT/apHH OY3wiMumMra, WYHHHIAEK 3apapid OMHJUIADHH
MHKJIOPH axo/ii fluaul Koiiapuaa ypHatuiarad Mebépaan 1oKopu 6yauwm onub
KeauHrasaa yuby KOpXOHAHH CAaHUTAPHS-XHMOS 30HACH JKOMIAIUITHPHIHILMIA HYA
KYHHIMACIHIH KYpcaTHIraH.

4, Nuna® yMKapuil KOPXOHACHHHHI CAHMTapHs-XHMOS 30HAacHAa axoiu
AWam KOMIapH KOWIAIITHPHIMILM TabKHKIAHraH, wy Ounan Oup xaropnaa
0350-17-con caHMTapusi KOWAalapH, HOpMaJapH Ba I'MI'MeHa HOPMaTHBIAPHHHHT
2.14-6anguaa Muwiab yMKapuil KapadHM TaKOMWUIAWITHPWIrasaa sa Goluka
tanbupnapaas  cyHr armocdepa XaBOCHAArH 3apapiH OMWLUIAD MHKAOPH
nabopaTopHs-HHCTPYMEHTAN TaXJIWLIap HaTHXacH OYiinyua axonu suail xoiiapH
yuyH GenruwnaHrad MenéprapjaaH oKopH O¥iMaraH Takaupja CaHHTapHA-XHMOS
30HACH YTMAMHHH KHCKAPTHUPHIL MyMKHHJIUIH OeJIrHIanraH.

bouuuk Ypm160ca; S: ~ H.C.Artabekos

Tan: XK. Tyluucs, ren: 78-888-01-01 (025)



English

Unofficial translation
To J. Ismailov,
Director of Juru Energy Consulting LLC

The Sanitary-Epidemiological Surveillance and Public Health Service informs you as follows
in accordance to your letter No. JEC-OUT-22-88 dated March 2, 2022.

1. According to 0350-17 "On sanitary rules and standards for the protection of
atmospheric air in the settlements of the Republic of Uzbekistan", as well as the norms of
sanitary regulations and hygiene standards, as specified in paragraph 2.7.1 if the source is
centralized, from a pipe or mine, or if the sources of pollutants are scattered, then it is
calculated from the place where the sources of pollutants are discharged into the external
environment of the building or where the sources of pollution are located.

2. In paragraph 2.17 of these sanitary rules, norms and hygiene standards in the sanitary
protection zone it is prohibited to construct facilities such as factories related to food industry,
as well as the production of equipment, tools for the food industry, warehouse of finished
products, enterprises for drinking water production, drinking water and water facilities for
storage, wholesale warehouse of food raw matenals and products, residential buildings,
preschool educational institutions, other general education institutions, individual or collective
farm and horticultural companies, public health facilities and construction of medical facilities
and sports facilities. According to paragraph 2.19, at least 50 percent of the sanitary protection
zone of a manufacturing enterprise belonging to class Il, should be landscaped and planted
with greenery.

3. In accordance with Clause 2.20 of these sanitary regulations and hygiene standards
stipulates that an enterprise with a low level of danger, its buildings and structures may be
located in the sanitary protection zone, whereas clause 2.18 states that the harmful factors in
the production process of an enterprise located in the sanitary protection zone Placement of
the enterprise in the sanitary protection zone is not allowed if it has a detrimental effect on the
health of employees or leads to damage to the finished product equipment, products, as well
as the amount of harmful factors exceeds the established standards in residential areas.

4. Construction of residential areas in the sanitary protection zone of the production
enterprise is prohibited. However, with regard of improvement of the production process in
accordance with paragraph 2.14 of the sanitary rules and hygiene standards No. 0305-17 and
after other measures, in case of the number of harmful factors in the air that does not exceed
the standards established for residential areas by laboratory and instrumental analysis, it is
possible to reduce the size of the sanitary protection zone.

Deputy chief signature N.S.Atabekov




Round 2
Sent
English

]
lOBI.[IECTBO C OTPAHAYEHHOM OTBETCTBEHHOCTBIO

JURU ENERGY CONSULTING

100077, Tashkent, M.Ulugbek region, Chust Street, house # 10a. -
TIN: 303454532, BIC: 00974 Bank: «Kapitalbank» A/N: 20208000600502375001

JEC-OUT-22-131
Dated 2.04.2022
Ref: UZB-EDF-Syrdarya Phase Il
To director of the Agency for Sanitary
and Epidemiological
Surveillance of the Ministry of Health
of the Republic of Uzbekistan

As you know Consortium’s Environmental & Social Consultants ‘5 Capitals Environmental
& Management Consulting’ (Dubai, UAE) and Juru Energy (Tashkent, Uzbekistan) are
working certain environmental & social surveys and data collection, including submission
of the EIA to the regulator in scope of Syrdarya CCGT Il Project.

Thank you for your response.

Per letter Ne 20-8/1949 dated 14.02.22 (Annex 1) we seek your assistance in providing
clarifications (Annex 2).

Yours Sincerely,
Director J. Ismailov

For the further information please contact:
Uktam Juraev

Mob.: +998 91 477 70 90
u.juraev@juruenergy.com
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APPENDIX C: DESIGN DRAWINGS

Syrdarya CCGT Project
Environmental & Social Impact Assessment — Volume 4 (ESIA Report Appendices)
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APPENDIX D: AIR QUALITY MODELLING REPORT

Syrdarya CCGT Project
Environmental & Social Impact Assessment — Volume 4 (ESIA Report Appendices)



B)capilals

APPENDIX E: NOISE MODELLING REPORT

Syrdarya CCGT Project
Environmental & Social Impact Assessment — Volume 4 (ESIA Report Appendices)
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APPENDIX F. WATER ASSESSMENT REPORT

Syrdarya CCGT Project
Environmental & Social Impact Assessment — Volume 4 (ESIA Report Appendices)



B)capilals

APPENDIX G: CANAL ECOLOGY REPORT

Syrdarya CCGT Project
Environmental & Social Impact Assessment — Volume 4 (ESIA Report Appendices)



B)capilals

APPENDIX H: CANAL DISPERSION STUDY REPORT

Syrdarya CCGT Project
Environmental & Social Impact Assessment — Volume 4 (ESIA Report Appendices)



B)capilals

APPENDIX I: TERRESTRIAL ECOLOGY REPORT

Syrdarya CCGT Project
Environmental & Social Impact Assessment — Volume 4 (ESIA Report Appendices)
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APPENDIX J: LABORATORY TEST RESULTS FOR SOIL
AND WATER QUALITY

Syrdarya CCGT Project
Environmental & Social Impact Assessment — Volume 4 (ESIA Report Appendices)
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